ID CHEMICAL CAS #| METHOD cv LOD |SAMPLING MEDIA SAMPLE SAMPLING INSTRUCTIONS LAB
# (ug) VOLUME RATE
(liter) (Ipm)
1 ACETIC ACID 64197 NIOSH 1603 0.058 | 10 CT (100/50) 20L @ 10 ppm - 300L 0.01-1.0 ST 226-01 Not compatible with other organics. N
2 ACETIC ACID 64197 OSHA 186SG 0.11 10 CT (100/50) 48L MAX 20L @ 0.2 ST 226-09 Not compatible with other organics. PS
10ppm - 300L
3 ACETIC ACID 64197 NIOSH 1603 0.06 20 SG (400/200) 100L 0.2-0.5 ST 226-10-03 S
(Modified)
4 ACETONE 67641 NIOSH 1300 0.082 | 20 CT (100/50) 0.5L-3L 0.01-0.2 ST 226-01 ALL
5 ACETONE 67641 OSHA 69 0.082 [ 20 |ANASORB CMS (150/75) 3L 0.05 ST 226-121 N
6 ACETONITRILE 75058 NIOSH 1606 0.072 10 CT (400/200) 3L @ 70 mg/m3 - 25L 0.01-0.2 ST 226-24 Not compatible with other organics. NS
7 | ACIDS, INORGANIC| 7664939 | NIOSH 7903 0.089 | 0.9 SG (400/200) 3L-100L 0.2-0.5 ST 226-10-03 (may contain high sulfate) Supelco 2- [ALL
(H2S504) prewashed, or ORBO 53 0265M is preferred; send blanks
8 | ACIDS, INORGANIC| 7664382 | NIOSH 7903 0.096 2 SG (400/200) 3L-100L 0.2-0.5 ST 226-10-03 (may contain high sulfate) Supelco 2-  |ALL
(H3PO4) prewashed, or ORBO 53 0265M is preferred; send blanks
9 | ACIDS, INORGANIC | 7664382 OSHA 113 0.067 1 0.8 um MCEF 960 L 2 LPM FLT 225-5 Remove filter and ship in glass vial; send N
(H3PO4) blanks
10 | ACIDS, INORGANIC|[10035106| NIOSH 7903 0.074 | 0.9 SG (400/200) 3L-100L 0.2-0.5 ST 226-10-03 (may contain high sulfate) Supelco 2-  [ALL
(HBr) prewashed, or ORBO 53 0265M is preferred; send blanks
11 | ACIDS, INORGANIC| 7647010 | NIOSH 7903 0.059 | 0.6 SG (400/200) 3L-100L 0.2-0.5 ST 226-10-03 (may contain high sulfate) Supelco 2-  |ALL
(HCI) prewashed, or ORBO 53 0265M is preferred; send blanks
12 | ACIDS, INORGANIC| 7664393 | NIOSH 7903 0.12 0.7 SG (400/200) 3L-100L 0.2-0.5 ST 226-10-03 (may contain high sulfate) Supelco 2-  [ALL
(HF) prewashed, or ORBO 53 0265M is preferred; send blanks
13 | ACIDS, INORGANIC| 7697372 | NIOSH 7903 0.085 | 0.7 SG (400/200) 3L-100L 0.2-0.5 ST 226-10-03 (may contain high sulfate) Supelco 2-  [ALL
(HNO3) prewashed, or ORBO 53 0265M is preferred; send blanks
14 ACROLEIN 107028 OSHA 52 0.071 2 XAD-2 COATED 3L-48L 0.1-0.2 ST 226-117 or ORBO 24 Not compatible with other P
(150/75) organics.
15 ACRYLAMIDE 79061 OSHA 21 0.071 ]0.46 GFF & SG 120L 1 Supelco 2-0229 & 2-3376 N
16 | ACRYLONITRILE [ 107131 NIOSH 1604 0.06 1 CT (100/50) 3.5L @ 2ppm - 20L 0.01-0.2 ST 226-01 Not compatible with other organics. N
17 ALDRIN 309002 NIOSH 5502 0.092 3 GFF & BUBBLER 18L @ 0.25 mg/m3 — 0.2-1.0 FLT 225-7 15ml ISOOCTANE, Ship in glass vial (i.e. N
40L Supelco #2-3297)
18 ALUMINUM and 7429905 | NIOSH 7013 0.07 2 0.8 um MCEF 10L @ 5 mg/m3 — 1-3LPM FLT 225-5 P
compounds as (Al) 4000L
except Al203
19 ALUMINUM and 7429905 | NIOSH 7300 & | 0.08 1 0.8 um MCEF 100L 1-4LPM if Lab uses FLT 225-5 ALL
compounds as (Al) OSHA 125 10 for NIOSH method; 2
except Al203 Norfolk if OSHA.
20 [ AMINOETHANOL 141435 OSHA 60 0.056 5 XAD-2 with 1- 10L for TWA 1.5 L for 0.1 ST 226-30-18 S
(Ethanolamine) Napthylisothiocyanate STEL
21 AMMONIA 7664417 OSHA 188 0.05 25 ACID TREATED 24L 0.1 ST 226-29 or Supelco ORBO 77 NS
CARBON BEADS
22 AMMONIA 7664417 NIOSH 205 0.1 5 IMPINGER (0.01 N 30L 1-2 LPM IMPINGE IN 0.01N Sulfuric Acid P
sulfuric acid)
23 AMMONIA 7664417 | NIOSH S347 0.062 5 SG (200/100) Acid 30L 0.1-0.2 ST 226-10-06 P
treated
24 [ AMYLACETATE 123922 | NIOSH 1450 & | 0.056 | 2.6 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(iso-isomer) OSHA 7
25 AMYLACETATE 628637 [ NIOSH 1450 & [ 0.051 | 2.6 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(n-isomer) OSHA 7
26 [ AMYLACETATE 626380 [ NIOSH 1450 & [ 0.071 | 3.3 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(sec-isomer) OSHA 7
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27| AMYLALCOHOL 123513 NIOSH 1402 0.077 | 10 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 Not compatible with other organics. ALL
(iso-isomer)
28 ANILINE 62533 NIOSH 2002 0.06 10 SG (150/75) 20L 0.4 ST 226-10 N
29 [ ANTIMONY (Sb) | 7440360 OSHA 125 0.064 1 0.8 um MCEF 480L 2 FLT 225-5 NS
30 | ANTIMONY (Sb) [ 7440360 OSHA 121 0.059 1 0.8 um MCEF 480L 1-2 LPM FLT 225-5 P
32 ARSENIC and 7440382 | NIOSH 7900 0.12 |0.02 0.8 um MCEF 30L @ 0.002 mg/m3 - 1-3LPM FLT 225-5 Particulate only P
compounds as As 1000L
33 ARSENIC and 7440382 | NIOSH 7300 & 0.1 1 0.8 um MCEF 30L-2000L 1-4LPM if Lab uses FLT 225-5 NS
compounds as As OSHA 125 NIOSH method; 2
if OSHA.
34 ASBESTOS NIOSH 9002 | calllab | < BULK, CLEAR 4"X4" <10 Grams, 2x2x2 cm 4"x4" Zip-lok bag 8105-00-837-7753, Asbestos IDisto | in
IDENTIFICATION OF 1.0% ZIPLOK be done locally (Must be rated proficient). field
BULK MATERIAL
35 ASPHALT 8052424 OSHA 58 0.08 0.2 PTFE 960L 2 FLT 225-17-07 Ship immediately in Al foil wrapped glass | N
(Modified) vial.
36 | BAYGON (propoxur) [ 114261 [OSHA IMIS0318| 0.061 1 | Special Collection Device 480L 1 ST 226-30-16 or OVS-2 from Forrest Biomedical P
37 BENOMYL IN-HOUSE ovs-2 20-60L 1 ST 226-30-16 or OVS from Forrest Biomedical P
(BENLATE)
38 BENZENE 71432 NIOSH 0.059 | 10 CT (100/50) 2L-30L 0.01-0.2 ST 226-01 ALL
1500/1501 &
OSHA 7
39 BENZENE OSHA 58 0.08 0.2 PTFE 960L 2 FLT 225-17-07 Ship immediately in Al foil wrapped glass | N
SOLUBLES (Modified) vial.
40 | BENZY ALCOHOL | 100516 OSHA IN- 0.097 | 10 XAD-7 24 L 0.2 LPM ST 226-95 N
HOUSE
41 BERYLLIUM and | 7440417 | NIOSH 7300 & | 0.06 |0.05 0.8 um MCEF 250L 1-4LPM if Lab uses FLT 225-5 NS
compounds as Be OSHA 125 NIOSH method; 2
if OSHA.
42 BERYLLIUM and 7440417 NIOSH 7102 0.064 |0.00 0.8 um MCEF 25L @ 0.002 mg/m3 — 1-4 LPM FLT 225-5 P
compounds as Be 5 1000L
43 BISPHENOL A 80057 NIOSH 333 0.053 | 04 GFF 180L 1 FLT-225-7 N
44 BROMACIL 314409 OSHA IN- 0.1 10 | MI containing ethylene 20-50L 1 MI; send 50 ml of ethylene glycol for use as blanks and | P
HOUSE glycol preparing standards.
45 BROMINE 7726956 [ NIOSH 6011 0.069 | 1.6 Silver membrane filter 8L-360L 0.3-1.0 FLT 225-1802 N
46 BROMOFORM 75252 NIOSH 1003 0.043 | 10 CT (100/50) 4L @ 0.5 ppm — 70L 0.01-0.2 ST 226-01 NS
(tribromomethane)
47 BROMOTRI- 75638 NIOSH 1017 0.065 | 50 Two CT (400/200 + 5L 0.01-0.05 ST 226-09 & 226-01 Sample in series, disconnectand | N
FLUOROMETHANE 100/50) cap each for shipment
(R 13B1)
48 BUTADIENE 106990 OSHA 56 0.065 1 CT Treated 3L 0.05 ST 226-73 N
(1,3 isomer)
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49 | BUTANONE (methyl | 78933 [ NIOSH 2500 or [ 0.069 4 ORBO 90 (160/80) 1L-12L 0.01-0.2 Supelco #2-0358M, ST 226-81A or ST 226-121. Not  |ALL
ethyl ketone or MEK) OSHA 84 compatible with other organics.
50 | BUTANONE (methyl [ 78933 OSHA 16 0.059 12 Two SG (150/75) 1L-121 0.1 ST 226-10 Sample in series, separate, cap each and ship|N S
ethyl ketone or MEK) to lab. Not compatible with other organics.
51 [ BUTOXYETHANOL | 111762 | NIOSH 1403 & | 0.06 20 CT (100/50) 1L-10L 0.01-0.05 ST 226-01 Not compatible with other organics. Store in [ALL
(butyl cellosolve) OSHA 7 FREEZER.
52 [ BUTYL ACETATE | 110190 NIOSH 1450 0.065 2 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(iso-isomer)
53 [ BUTYL ACETATE | 123864 NIOSH 1450 0.069 2 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(n-isomer)
54 [ BUTYL ACETATE | 105464 NIOSH 1450 0.054 2 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(sec-isomer)
55| BUTYL ACETATE | 540885 NIOSH 1450 0.091 2 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(tert-isomer)
56 | BUTYL ALCOHOL 78831 | NIOSH 1401 & [ 0.073 | 10 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 Not compatible with other organics. Store in [ALL
(iso-isomer) OSHA 7 FREEZER.
57 | BUTYL ALCOHOL 71363 | NIOSH 1401 & | 0.065 10 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 Not compatible with other organics. Store in [ALL
(n-isomer) OSHA 7 FREEZER.
58 [ BUTYL ALCOHOL 78922 | NIOSH 1401 & | 0.066 | 10 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 Not compatible with other organics. Store in [ALL
(sec-isomer) OSHA 7 FREEZER.
59 [ BUTYL ALCOHOL 75650 | NIOSH 1400 & | 0.075 | 10 CT (100/50) 0.5L-10L 0.01-0.2 ST 226-01 Not compatible with other organics. ALL
(tert-isomer) OSHA 7 Refrigerate shipment.
60 [ BUTYL GLYCIDYL | 2426086 | NIOSH S81 & | 0.074 | 300 CT (100/50) 10L 0.2 ST 226-01 ALL
ETHER (BGE) OSHA 7
61 CADMIUM and 7440439 | NIOSH 7300 & | 0.064 |0.05 0.8 um MCEF 200L 1-4LPM if Lab uses FLT 225-5 ALL
compounds as Cd OSHA 125 NIOSH method; 2
if OSHA.
63 CADMIUM and 7440439 | NIOSH 7048 0.073 [0.05 0.8 um MCEF 50L @ 0.05 mg/m3 — 1-3LPM FLT 225-5 P
compounds as Cd 1500L
64 CALCIUM and 7440702 | NIOSH 7300 & | 0.063 1 0.8 um MCEF 50L 1-4LPM if Lab uses FLT 225-5 ALL
compounds as Ca OSHA 125 NIOSH method; 2
if OSHA.
65 CALCIUM and 7440702 | NIOSH 7020 0.063 1 0.8 um MCEF 20L @ 5 mg/m3 — 400L 1-3LPM FLT 225-5 P
compounds as Ca
66 CAMPHOR 76222 NIOSH 1301 0.074 | 50 CT (100/50) 1L-25L 0.01-0.2 ST 226-01 Not compatible with other organics. NS
(SYNTHETC)
67 | CARBARYL (Sevin) | 632522 OSHA 63 0.063 | 1.7 | Special Collection Device 60L 1 ST 226-30-16 or OVS-2 from Forrest Biomedical P
68 | CARBON BLACK 1333864 | NIOSH 5000 0.056 |0.03 | TARED 5um PVC or dual[ 85L @ 3.5 mg/m3 — 1.5-2 FLT 225-8-01 or FLT 225-8202 (matched wt) Analysis in
(NONSPECIFIC) MCEF 570L performed in field. field
69 CARBON 75150 NIOSH 1600 0.059 | 20 CT (100/50) 2L@ 100 ppm — 25L 0.01-0.2 ST 226-01 P
DISULFIDE
70 CARBON 56235 | NIOSH 1003 & | 0.092 | 10 CT (100/50) 3L @ 10 ppm — 150L 0.01-0.2 ST 226-01 ALL
TETRACHLORIDE OSHA 7
71 CHLORDANE 57749 OSHA 67 0.089 30 | Special Collection Device 480L 1 ST 226-30-16 or OVS-2 from Forrest Biomedical N P
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72 CHLORINE 7782505 | NIOSH 6011 0.075 | 0.6 | Silver membrane filter 2L-90L 1 FLT 225-1802 N
73 [ CHLOROBENZENE | 108907 | NIOSH 1003 & | 0.056 | 10 CT (100/50) 1.5L @ 75ppm — 40L 0.01-0.2 ST 226-01 PS
OSHA 7
74 [ CHLOROBENYLID- | 2698411 NIOSH 304 0.105 | 0.5 | PTFE PLUS TENAX-GC 15-90L <15LPM FLT 225-17-01; ST 226-35-07 P
ENE MALONO- CS Gas is the ortho isomer of
NITRILE (CS GAS) CHLOROBENYLID-ENE MALONO-NITRILE
75 CHLOROFORM 67663 | NIOSH 1003 & [ 0.057 | 20 CT (100/50) 1L @ 50 ppm - 50L 0.01-0.2 ST 226-01 ALL
(trichloromethane) OSHA 7
76 CHLOROTRI- 75729 NIOSH S111 0.064 | 85 Two CT (400/200) 3L 0.01-0.05 ST 226-09 Sample with tubes in series, separate, cap | N
FLUOROMETHANE each, ship to lab.
(R 13)
77 | CHLORPYRIFOS | 2921882 OSHA 62 0.058 | 0.1 |Special Collection Device 480L 1 ST 226-30-16 or OVS-2 from Forrest Biomedical N P
(Dursban)
78 CHROMIUM and 7440473 | NIOSH 7300 & | 0.073 1 0.8 um MCEF 100L 1-4LPM if Lab uses FLT 225-5 ALL
compounds as total OSHA 125 NIOSH method; 2
Cr if OSHA.
79 CHROMIUMand | 7440473 | NIOSH 7024 0.085 1 0.8 um MCEF 10L @ 0.5mg/m3 — 1-3LPM FLT 225-5 P
compounds as total 1000L
Cr
80 CHROMIUM VI 7738945 OSHA 215 0.059 (0.01 5 um PVC 960L @ 0.11 ug/m3 full 1-4 LPM FLT 225-806 ALL
(hexavalent Chromic shift sample. 30L for 15
Acid, CrO3) min ceiling.
81 COAL DUST 68131748 NIOSH 7500 0.13 10 | Tared PVC + CYCLONE | 400L @ 0.05 mg/m3 — 1.7 FLT 225-8-01 Sample must be respirable fraction. P
1000L
82 [ COAL TAR PITCH |65996932 OSHA 58 0.08 0.2 PTFE 960L 2 FLT 225-17-07 Ship immediately in Al foil wrapped glass | N
VOLATILES (Modified) vial.
83 COBALT and 7440484 | NIOSH 7300 & | 0.07 1 0.8 um MCEF 100L 1-4LPM if Lab uses FLT 225-5 ALL
compounds as Co OSHA 125 NIOSH method; 2
if OSHA.
84 COBALT and 7440484 | NIOSH 7027 0.071 | 0.6 0.8 um MCEF 30L @ 0.1mg/m3 — 1-3LPM FLT 225-5 P
compounds as Co 1500L
85 COPPER 7440508 | NIOSH 7300 & | 0.067 1 0.8 um MCEF 100L 1-4LPM if Lab uses FLT 225-5 ALL
DUST / FUME as Cu OSHA 125 NIOSH method; 2
if OSHA.
86 COPPER 7440508 | NIOSH 7029 0.051 | 0.5 0.8 um MCEF 50L @ 0.1 mg/m m3 — 1-3LPM FLT 225-5 P
DUST / FUME as Cu 1500L
87 CRESOL 1319773 | NIOSH 2546 0.054 | 26 XAD-7 (100/50) 1.0L-24L 0.01-0.1 ST 226-95 ALL
(ALL ISOMERS) & OSHA 32
88 CUMENE 98828 | NIOSH 1501 & | 0.06 10 CT (100/50) 10L-30L 0.01-0.2 ST 226-01 NS
(isopropyl benzene) OSHA 7
89 CYANIDES NIOSH 7904 0.103 | 2.5 |0.8 um PVC + BUBBLER| 10L @ 5 mg/m3 — 180L 0.5-1.0 FLT 225-5, 10 ml 0.1N KOH Ship in glass vial SP
(AEROSOL / GAS) (Supelco#2-3297)
as CN
90| CYCLOHEXANE 110827 | NIOSH 1500 & | 0.06 10 CT (100/50) 2.5L-5L 0.01-0.2 ST 226-01 ALL
OSHA 7
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91 | CYCLOHEXANOL 108930 | NIOSH 1402 & | 0.08 10 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 Not compatible with other organics. PS
OSHA 7
92 [ CYCLOHEXANONE | 108941 OSHA 1 0.052 | 10 CHROMOSORB 106 10L 0.05 ST 226-110 NS
(100/50)
93 [ CYCLOHEXANONE | 108941 NIOSH 1300 0.063 | 10 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 PS
94 [ CYCLOHEXENE 110838 | NIOSH 1500 & | 0.073 | 10 CT (100/50) 5L-7L 0.01-0.2 ST 226-01 S
OSHA 7
95 [CYCLOHEXYLAMIN | 108918 | OSHA in house| 0.1 2 COATED XAD-7 10L 0.1 ST 226-98 N
E
96 [ CYCLONITE (RDX) | 121824 | OSHA in house| 0.1 1 GFF 960L 2 FLT 225-7 N
97 | DDVP (Dichlorovos) [ 62737 OSHA 62 0.053 | 0.7 | Special Collection Device 480L 1 ST 226-30-16 or OVS-2 from Forrest Biomedical N
98 DESFLURANE 57041675 OSHA 106 0.056 | 0.5 ANASORB 747 3L 0.05 ST 226-81A Store samples at reduced temperatures. | S
(140/70)
99 DIACETONE 123422 | NIOSH 1402 & 0.1 10 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 Not compatible with other organics. ALL
ALCOHOL OSHA 7
100 DIAZINON 333415 OSHA 62 0.053 | 0.2 |Special Collection Device 480L 1 ST 226-30-16 or OVS-2 from Forrest Biomedical N P
101 DIBUTYL 84742 OSHA 104 0.056 5.0 OVS-TENAX 240 L 1 ST 226-56 S
PHTHALATE
102 DICHLORO- 95501 | NIOSH 1003 & [ 0.068 | 10 CT (100/50) 1L @ 50 ppm - 60L 0.01-0.2 ST 226-01 ALL
BENZENE OSHA 7
(ortho-isomer)
103 DICHLORODI- 75718 NIOSH 1018 0.064 | 50 Two CT (400/200 + 1L @ 1000 ppm — 4L 0.01-0.5 ST 226-09 & 226-01 Sample with tubes in series, ALL
FLUOROMETHANE 100/50) separate, cap each, ship to lab.
(R 12)
104| DICHLOROETHANE| 75343 | NIOSH 1003 & | 0.057 | 10 CT (100/50) 0.5L @ 100 ppm — 15L 0.01-0.2 ST 226-01 S
(1,1 isomer) OSHA 7
105| DICHLOROETHANE| 107062 | NIOSH 1003 & | 0.079 | 10 CT (100/50) 1L @ 50 ppm - 50L 0.01-0.2 ST 226-01 ALL
(1,2 isomer) OSHA 7
(Ethylene dichloride)
106 DICHLORO- 540590 | NIOSH 1003 & | 0.052 | 10 CT (100/50) 0.2L @ 200 ppm — 5L 0.01-0.2 ST 226-01 S
ETHYLENE OSHA 7
(1,2 isomer)
107 DIELDRIN 60571 NIOSH S283 0.086 0.1 GFF 180L 0.1-1.5 FLT 225-7 Ship in glass vial (Supelco#2-3297) N P
108 DIESEL FUEL NIOSH 1550 0.1 1 GFF PLUS LARGE CT 15-100 L 1 FLT 225-7, ST 226-09 P
MARINE
109 DIETHYLENE 111400 OSHA 60 0.08 [0.16 XAD-2 (270/140) 10L 0.1 ST 226-30-18 S
TRIAMINE
110 DIISOBUTYL 108838 | NIOSH 1300 & | 0.082 | 10 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 S
KETONE OSHA 7
111| DIMETHYFORM- 68122 NIOSH 2004 0.056 | 10 SG (150/75) 15L @ 30 mg/m3 — 80L 0.01-1.0 ST 226-10 NS
AMIDE (DMF)
112 DIMETHYL- 127195 NIOSH 2004 0.067 | 10 SG (150/75) 15L-80 L 0.01-1.0 ST 226-10 N
ACETAMIDE
113 DIOCTYL 117840 NIOSH 5020 0.057 | 10 MCEF 6L-200 L 1-3LPM FLT 225-5 N
PHTHALATE
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114 DIOCTYL 117840 OSHA 104 0.1 10 OVS + TENAX 240L 1 ST 226-56 N
PHTHALATE
115 DIOXANE (1,4 123911 | NIOSH 1602 & | 0.054 | 10 CT (100/50) 0.5L @ 100 ppm — 15L 0.01-0.2 ST 226-01 ALL
Diethylene dioxide) OSHA 7
116| DIPROPYLENE |34590948 OSHA 7 0.1 10 CT (100/50) 10L 0.01-0.2 ST 226-01 NS
GLYCOL METHYL
ETHER
117 DIQUAT 2764729 | OSHA in house 0.1 1 GFF 120L 1 FLT 225-7 N
118 DLIMONENE 5989275 IN-HOUSE 0.1 10 CT (100/50) 10L 0.05-0.2 ST 226-01 N
119 DURSBAN 2921882 OSHA 62 0.058 | 0.1 |Special Collection Device 480L 1 ST 226-30-16 or OVS-2 from Forrest Biomedical N P
(Chlorpyrifos)
120 DUST NIOSH 0600 0.144 | 50 TARED 5um PVC + 75L @ 5 mg/m3 — 1.7 PVC, FLT 225-8-01 or 225-8202 (matched wt) FIELD | in
(RESPIRABLE) CYCLONE 1000L field
121 DUST NIOSH 0500 0.056 | 50 TARED 5um PVC 25L @ 5 mg/m3 — 133L 1.5-2.0 FLT 225-8-01 or 225-8202 (matched wt) FIELD in
(TOTAL NUISANCE) FILTER field
122 ENFLURANE 13838169 OSHA 103 0.091 [ 30 |[ANASORB CMS (150/75) 12L 0.05 ST 226-121 Store samples at reduced temperatures. [N S
(ETHANE OR
ETHRANE)
123 ENFLURANE 13838169 OSHA 29 0.08 30 | Two CT (100/50 or CT 12L 0.1-0.2 ST 226-01 Tubes in series or ST 226-09 N
(Ethane or Ethrane) 400/200)
124|EPICHLOROHYDRIN| 106898 | NIOSH 1010 & | 0.057 | 10 CT (100/50) 2L @ 2 ppm — 30L 0.01-0.2 ST 226-01 ALL
OSHA 7
125| ETHANOLAMINE 141435 OSHA 60 0.056 5 XAD-2 with 1- 10 L=TWA 1.5L=STEL 0.1 ST 226-30-18 S
(Aminoethanol) Napthylisothiocyanate
126| ETHOXYETHANOL | 110805 NIOSH 1403 0.059 | 20 CT (100/50) 1L-6L 0.01-0.05 ST 226-01 Not compatible with other organics. Store in |ALL
(2-isomer) FREEZER.
(Ethyl cellosolve)
127| ETHOXYETHANOL | 110805 OSHA 79 0.081 |[0.75 CT (100/50) 15L-48L 0.1-1.0 ST 226-01 Not compatible with other organics. Store in | N
(2-isomer) FREEZER. Larger volume for lower PEL
(Ethyl cellosolve)
128| ETHOXYETHYL 111159 NIOSH 1450 0.062 | 20 CT (100/50) 1L-6L 0.01-0.05 ST 226-01 Not compatible with other organics. Store in |ALL
ACETATE FREEZER.
(2-isomer)
(Cellosolve acetate)
1291 ETHOXYETHYL 111159 OSHA 79 0.079 | 0.8 CT (100/50) 15L-48L 0.1-1.0 ST 226-01 Not compatible with other organics. Store in| N
ACETATE FREEZER. Larger volume for lower PEL
(2-isomer)
(Cellosolve acetate)
130 ETHYL ACETATE | 141786 | NIOSH 1457 & | 0.058 | 15 CT (100/50) 6L 0.01-0.2 ST 226-01 ALL
OSHA 7
131| ETHYL ACRYLATE | 140885 | NIOSH 1450 & | 0.054 | 20 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 NS
OSHA 7
132| ETHYL ALCOHOL 64175 NIOSH 1400 0.065 | 10 CT (100/50) 0.1L-1.0L 0.05 ST 226-01 Not compatible with other organics. ALL
Refrigerate shipment.
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133| ETHYL ALCOHOL 64175 OSHA 100 0.077 10 ANASORB 747 121 0.05 ST 226-82 Two tubes in series ALL
134 ETHYL AMINE 75047 OSHA 36 0.08 [ 0.3 [XAD-7 COATED (100/50) 10L 0.2 ST 226-30-13-07 S
135| ETHYL BENZENE | 100414 | NIOSH 1501 & | 0.089 | 10 CT (100/50) 10L-24L 0.01-0.2 ST 226-01 ALL
OSHA 7
136 ETHYL BUTYL 106354 | NIOSH 1301 & | 0.086 | 10 CT (100/50) 1L-25L 0.01-0.2 ST 226-01 ALL
KETONE OSHA 7
(3-Heptanone)
137| ETHYL ETHER 60297 | NIOSH 1610& | 0.053 | 10 CT (100/50) 0.25L-3.0L 0.01-0.2 ST 226-01 Not compatible with other organics. NS
OSHA 7
138| ETHYL ETHOXY 763699 KODAK 0.1 24 CT (100/50) 10L 0.2 ST 226-01 N
PROPIONATE INHOUSE
139| ETHYL FORMATE | 109944 OSHA 7 0.1 10 CT (100/50) 10L 0.01-0.2 ST 226-01 S
140|ETHYLENE DIAMINE| 107153 OSHA 60 0.055 | 3.7 XAD-2 COATED 10L 0.1 ST 226-30-18 S
141 ETHYLENE 107062 | NIOSH 1003 & | 0.079 | 10 CT (100/50) 1L @ 50 ppm - 50L 0.01-0.2 ST 226-01 ALL
DICHLORIDE OSHA 7
(1,2 Dichloroethane)
142| ETHYLENE GLYCOL| 107211 NIOSH 5500 0.087 4 GFF + SG (520/260) 0.3L-60L 0.01-0.2 FLT 225-16 & 226-15 Add 1ml 2% aqueous 2-propanol [ALL
after sampling. Cap immediately.
143|ETHYLENE GLYCOL| 107211 NIOSH 5523 0.05 10 | XAD - OVS (200/100) 5L-60L 1 ST 226-57 N
144|ETHYLENE GLYCOL| 628966 NIOSH 2507 0.089 | 0.6 TENAX GC (100/50) 3L-100L 0.2-1.0 Supelco 2-0832 NS
DINITRATE
145|ETHYLENE GLYCOL| 112072 OSHA 83 0.055 | 7.2 CT (100/50) 48L 0.1 ST 226-01 ALL
MONOBUTYL
ETHER ACETATE
146| ETHYLENE OXIDE | 75218 NIOSH 1614 0.062 1 HBR COATED CT 3L 0.05-0.15 ST 226-38-03 Not compatible with other organics. N
(EtO) (100/50)
147| ETHYLENE OXIDE | 75218 3M METHOD | 0.062 1 3M EtO Monitor 15 minutes - 8 hours 0.0493 3M EtO Monitor #3551 S
(3 M PASSIVE
MONITOR)
148 ETHYLENE 96457 OSHA 95 0.016 1 Two GFF 500L 2 FLT 225-7 Two GFFs N
THIOUREA
149 FENAMIPHOS 22224926 OSHA in house| 0.1 1 OoVvs-2 480L 1 ST 226-30-16 N
150 FIBER COUNT OSHA 160 0.12 | 5.5 | 0.8um MCEF (25 mm) 3850L or greater 0.5-16 FL/CL 225-3-18 or 225-3-20 Adjust volume for fiber in
(CLEARANCE /100 density = 100-1300 f/mm2 field
MONITORING) flds
151 FIBER COUNT NIOSH 7400 0.12 5.5 | 0.8 um MCEF (25 mm) 400L @ 0.1 flcc 0.5-2.5 FL/CL 225-3-18 or 225-3-20 Adjust volume for fiber In
(PERSONAL /100 density = 100-1300 ffmm2 field
MONITORING) flds
152| FIBROUS GLASS NIOSH 0500 0.056 | 50 TARED 5um PVC 25L @ 5 mg/m3 — 133L 1.5-2.0 FLT 225-8-01 or 225-8202 (matched wt) FIELD In
(as total NUISANCE FILTER field
DUST)
153| FIBROUS GLASS NIOSH 7400 0.12 | 5.5 | 0.8um MCEF (25 mm) 400L @ 0.1 f/cc 0.5-2.5 FL/CL 225-3-18 or 225-3-20 Adjust volume for fiber In
(by FIBER COUNT) /100 density = 100-1300 ffmm2 field
flds
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ID CHEMICAL CAS #| METHOD CV | LOD |SAMPLING MEDIA SAMPLE SAMPLING INSTRUCTIONS LAB
# (ug) VOLUME RATE
(liter) (Ipm)
154 FICAM 22781233 OSHA IN- 0.1 10 oVvs-2 20-240L 1 ST 226-30 OR OVS-2 from Forrest Biomedical (ph: 801-| P
(BENDIOCARB) HOUSE 269-1327)
155 FORANE 26675467 OSHA 103 0.078 | 2.1 [ANASORB CMS (150/75) 121 0.05 ST 226-121 or ST 226-81 Store samples at reduced |NS
(Isoflurane) or ANASORB 747 temperatures.
156 FORMALDEHYDE 50000 SKC STEL 0.084 1 SKC STEL 15 MINUTES SKC 526-200 N
157| FORMALDEHYDE 50000 SKC TWA call lab 1 SKC TWA 4-8 HOURS SKC 526-201 N
158| FORMALDEHYDE 50000 OSHA 52 0.073 | 0.8 XAD-2 COATED 3L-24L 0.01-0.2 ST 226-117 or 226-54 STEL (0.2L for 15min) 48L for [N P
(150/75) IAQ studies
159| FORMALDEHYDE 50000 NIOSH 2016 0.1 1 2,4-DNPH GFF SKC ST 226-119 S
(Modified)
160 FORMALDEHYDE 50000 NIOSH 2016 0.1 1 Waters XPO SURE 22.5L or 96L 0.20r15 Waters WATO 47205 S
(Modified)
161 FORMIC ACID 64186 OSHA 112 calllab | 37 CT (100/50) 48L 0.2 ST 226-01 N
162 FORMIC ACID 64186 OSHA 186SG 0.11 10 CT (100/50) 20L @10 ppm — 300L 0.01-1.0 ST 226-01 Not compatible with other organics. P
163 FURFURYL 98000 NIOSH 2505 0.073 [ 10 | PORAPAK Q (150/75) 3L-75L 0.01-0.05 Supelco Custom N
ALCOHOL
164 GASOLINE 8006619 | NIOSH 1550 0.089 | 80 CT (100/50) 3L 0.01-0.2 ST 226-01 Provide 5ml bulk sample. ALL
& OSHA 48
165| GLUTARALDEHYDE| 111308 NIOSH 2532 0.062 | 0.3 2,4-DNPH GFF 15L 1 ST 225-9003 ALL
& OSHA 64
166 HALOTHANE 151677 OSHA 103 0.064 | 2.4 ANASORB CMS 12L 0.05 ST 226-121 NS
(Fluothane)
167 HEPTACHLOR 76448 NIOSH S287 0.066 | 15 CHROMOSORB 102 60L-100L 0.01-1.0 ST 226-49-20102 N
(100/50)
168| HEPTANE (n-isomer)| 142825 [ NIOSH 1500 & | 0.056 10 CT (100/50) 4L 0.01-0.2 ST 226-01 ALL
OSHA 7
169 HEPTANONE 106354 | NIOSH 1301 & | 0.086 | 10 CT (100/50) 1L-25L 0.01-0.2 ST 226-01 ALL
(3-isomer) OSHA 7
(ethylbutylketone)
170 HEPTANONE 110430 | NIOSH 1301 & | 0.066 | 50 CT (100/50) 1L - 10L 0.01-0.2 ST 226-01 ALL
(2-isomer)(Methyl n- OSHA 7
Amyl Ketone)
171] HEXACHLORO- 67721 NIOSH 1003 0.12 10 CT (100/50) 1L-25L 0.01-0.2 ST 226-01 S
ETHANE
172| HEXAMETHYLENE | 822060 OSHA 42 0.078 [0.35| TREATED 37mm GFF 3L @ 1ppm — 70L 1 FLT 225-9002 or Call LAB for coated filters; Sample open|N P
DIISOCYANATE faced.
(HDI)
173| HEXAMETHYLENE | 822060 OSHA 18 0.1 0.35 TREATED 37mm GFF 15L-240L 1 Call lab for sampler S
DIISOCYANATE (Modified)
(HDI)
174 HEXAMETHYLENE | 4035896 OSHA 47 0.13 1.1 | TREATED 37mm GFF 15L-240L 1 FLT 225-9002 or Call LAB for coated filters; Sample open| N
DIISOCYANATE faced.
BIURET (HDIB)
175 HEXANE 110543 | NIOSH 1500 & | 0.062 | 10 CT (100/50) 4L 0.01-0.2 ST 226-01 ALL
(n-isomer) OSHA 7
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ID CHEMICAL CAS #| METHOD CV | LOD |SAMPLING MEDIA SAMPLE SAMPLING INSTRUCTIONS LAB
# (ug) VOLUME RATE
(liter) (Ipm)
176 HEXANONE 591786 | NIOSH 1300 & [ 0.053 | 20 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(2-isomer) (Methyl OSHA 7
nButyl Ketone or
MBK)
177 HEXONE 108101 | NIOSH 1300 & | 0.064 | 20 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
(Methyl Isobutyl OSHA 7
Ketone or MIBK)
178 HYDROGEN 7647010 | NIOSH 7903 0.059 | 0.7 SG (400/200) 3L-100L 0.2-0.5 ST 226-10-03 (may contain high sulfate) Supelco 2- |ALL
CHLORIDE prewashed, or ORBO 53 0265M is preferred; send blanks
179 HYDROGEN 7664393 | NIOSH 7903 012 | 0.7 SG (400/200) 3L-100L 0.2-0.5 ST 226-10-03 (may contain high sulfate) Supelco 2-  |ALL
FLUORIDE prewashed, or ORBO 53 0265M is preferred; send blanks
180 HYDROGEN 7783064 | NIOSH 6013 0.059 [ 11 | CT (400/200), washed, 1.2L-40L 0.1-1.5 Supelco ORBO 34 ALL
SULFIDE sulfur-free recommend 0.2
LPM
181| HYDROGENATED | 5124301 OSHA 47 calllab | 0.7 | TREATED 37mm GFF 15L-240L 1 FLT 225-9002 or Call LAB for coated filters; Sample open| N
MDI (HMDI, not HDI) faced. Note: HMDI is not the same chemical as HDI.
182| HYDROQUINONE | 123319 NIOSH 5004 0.061 | 10 0.8 um MCEF 30L @ 2 mg/m3 - 180L 1-3LPM FLT 225-5 Ship filter in 10ml 1% aq Acetic Acid; ship in |ALL
glass vial.
183| IRON FUME and | 1309371 [ NIOSH 7300 & | 0.067 1 0.8 um MCEF 30L minimum 1-2 LPM FLT 225-5 ALL
particulate as Fe OSHA 121
184 ISOFLURANE 26675467 OSHA 103 0.085 1 CT (100/50) 10L Maximum 0.1 ST-226-01 Store samples at reduced temperatures. S
185 ISOPHORONE 78591 NIOSH 2508 0.05 20 CT (100/50) 2L-25L 0.01-1.0 ST 226-38 (Charcoal Petroleum base tubes) NS
186 ISOPHORONE 4098719 [ OSHA 42 & 0.12 0.3 | TREATED 37mm GFF 15L-240L 1 FLT 225-9002 or Call LAB for coated filters; Sample open|N S
DISOCYANATE OSHA 18 faced.
(Modified)
187 JP4 NIOSH 1550 & | 0.086 | 75 CT (100/50) 3L 0.01-0.2 ST 226-01 Provide 1 ml bulk sample. ALL
OSHA 48
188 JP5 NIOSH 1550 & | 0.086 | 75 CT (100/50) 3L 0.01-0.2 ST 226-01 Provide 1 ml bulk sample. ALL
OSHA 48
189 JP8 NIOSH 1550 & | 0.086 | 75 CT (100/50) 3L 0.01-0.2 ST 226-01 Provide 1 ml bulk sample. NS
NEPMU-2
190 KEROSENE 8030306 | NIOSH 1550 & | 0.05 75 CT (100/50) 1.3L @ 400 mg/m3 — 0.01-0.2 ST 226-01 Provide 2 ml bulk sample. ALL
OSHA 48 20L
191 LEAD 7439921 | NIOSH 7300 & | 0.06 7 0.8 um MCEF 400L 1-4LPM if Lab uses FLT 225-5 ALL
and inorganic OSHA 125 NIOSH method; 2
compounds as Pb if OSHA.
192 LEAD 7439921 NIOSH 7082 0.072 2 0.8 um MCEF 200L @ 0.05 mg/m3 — 1-4 LPM FLT 225-5 P
and inorganic 1200L
compounds as Pb
193 LEAD NIOSH 8003 lab| 0.07 <5 | Heparinized vacutainer Mix thoroughly immediately after collection; refrigerate [ALL
In blood modified ug/dl | (BD #6488;#6527;#6541) shipment using overnight courier service
194 LIGROINE OSHA 48 0.069 3 CT (100/50) 3L 0.01-0.2 ST 226-01 Provide 5ml bulk sample. S
195 LITHIUM 7439932 | NIOSH 7300 & 0.1 1 0.8 um MCEF 100L 1-4LPM if Lab uses| FLT 225-5; Collect separately (Note: May be collected |ALL
(Li) OSHA 125 NIOSH method; 2 and analyzed with Sodium and Potassium also)

if OSHA.
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# (ug) VOLUME RATE
(liter) (Ipm)
196| MAGNESIUM OXIDE| 1309484 OSHA 121 0.073 1 0.8 um MCEF 480L 1-2 LPM FLT 225-5 P
FUME as Mg
197| MAGNESIUM OXIDE| 1309484 [ NIOSH 7300 & | 0.084 1 0.8 um MCEF 50L 1-4LPM if Lab uses FLT 225-5 NS
FUME as Mg OSHA 125 NIOSH method; 2
if OSHA.
198 MALATHION 121755 OSHA 62 0.056 | 1.8 |Special Collection Device 60L 1-2 LPM ST 226-30-16 or OVS-2 from Forrest Biomedical ALL
199| MANGANESE (Mn) | 7439965 [ NIOSH 7300 & [ 0.082 | 0.5 0.8 um MCEF 100L 1-4LPM if Lab uses FLT 225-5 NS
OSHA 125 NIOSH method; 2
if OSHA.
200| MANGANESE (Mn) | 7439965 | NIOSH S5 & 0.065 1 0.8 um MCEF 480L 1-2 LPM FLT 225-5 P
OSHA ID121
201| MERCURY VAPOR | 7439976 OSHA 140 0.089 (0.03 PASSIVE BADGE 10L 0.02 SKC 520-02A (Badge) & 520-03 (Holder) N
as Hg
202| MERCURY VAPOR | 7439976 [ NIOSH 6009 0.067 [0.03 ANASORB C300 2L @ 0.05 mg/m3 - 0.15-0.25 ST 226-17-1A Send two unexposed for blanks ALL
as Hg (200mg) 100L
203 MERCURY NIOSH 1651ab | 0.073 | <5 Drug screening bottle Immediately add 100 milligrams potassium persulfate as |ALL
in urine modified ug/l preservative. Refrigerate shipment using overnight
courier service
204 MESITYL OXIDE 141797 NIOSH 1301 0.071 | 50 CT (100/50) 1L-25L 0.01-0.2 ST 226-01 S
205 METALS NIOSH 7300 & | calllab | call 0.8 um MCEF 400L 1-4LPM if Lab uses| Call LAB to determine if NIOSH or OSHA method is used [ALL
(Pb, Fe, Cr, Zn, Cd, Mn, Co, V OSHA 125 lab NIOSH method; 2| for analysis. The method will determine your sampling
Cu, Ni, Be, Mo, Sh) if OSHA. rate.
206 METHANOL 67561 NIOSH 2000 0.063 | 10 SG (100/50) 1L @ 200 ppm — 5L 0.02-0.2 ST 226-51 Not compatible with other organics. Use larger| ALL
(Methyl Alcohol) tubes when high quantities of methanol are expected.
207 METHOXYETHANOL| 109864 NIOSH 1403 0.068 | 20 CT (100/50) 1L-10L 0.01-0.5 ST 226-01 Not compatible with other organics. Store in |ALL
(2-isomer) (Methyl FREEZER.
cellosolve)
208| METHOXYETHANOL| 109864 OSHA 79 0.08 1 CT (100/50) 15L-48L 0.1-1.0 (1.0ml for | ST 226-01 Not compatible with other organics. Store in |ALL
(2-isomer) (Methyl STEL) FREEZER.
cellosolve)
209| METHOXYETHYL | 109496 OSHA 79 0.079 1 CT (100/50) 15L-48L 0.1-1.0 (1.0mlfor | ST 226-01 Not compatible with other organics. Store in [ALL
ACETATE STEL) FREEZER.
(2-isomer)
210 METHYL ACETATE | 79209 OSHA 7 0.055 10 CT (100/50) 5L 0.01-0.2 ST 226-01 NS
211 METHYL 71556 | NIOSH 1003 & | 0.054 | 10 CT (100/50) 0.1L @ 350 ppm — 8L 0.01-0.2 ST 226-01 ALL
CHLOROFORM OSHA 7
(111Trichloroethane)
212| METHYL ETHYL 78933 NIOSH 2500 0.069 4 ORBO 90 (160/80) 1L-12L 0.01-0.2 Supelco #2-0358M, ST 226-81A or ST 226-121. Not  |ALL
KETONE compatible with other organics.
(2-Butanone or MEK)
213 METHYL IODIDE 74884 NIOSH 1014 0.07 10 CT (100/50) 15L-50L 0.01-1.0 ST 226-01 N
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214 METHYL ISOBUTYL| 108101 | NIOSH 1300 & | 0.064 20 CT (100/50) 1L-10L 0.01-0.2 ST 226-01 ALL
KETONE OSHA 7
(MIBK)
215 METHYLAL 109875 NIOSH 1611 0.06 10 CT (100/50) 1L-3L 0.01-0.2 ST 226-01 N
216/ METHYLAMINE 74895 OSHA 40 0.078 1 |XAD-7 COATED (100/50) 10L 0.2 ST 226-30-13-07 S
217| METHYLCYCLO- 108872 | NIOSH 1500 & | 0.052 | 10 CT (100/50) 4L 0.01-0.2 ST 226-01 S
HEXANE OSHA 7
218| METHYLENEBIS- 101144 OSHA 71 0.058 |[0.05 GFF Treated 100L-180L 1 FLT 225-9004 or Call LAB for filters. Transfer to vialw/ | N
CHLOROANILINE 2ml DI water.
(4,4',2 isomer)
(MOCA)
219 METHYLENEBIS- 101144 NIOSH 236 0.1 1 | 13 mm GFF + SG 50 mg 20L-50L 0.2-1.0 FLT 225-16 & ST 226-63 PS
CHLOROANILINE
(4,4',2 isomer)
(MOCA)
220| METHYLENEBIS- 101688 OSHA 47 0.062 | 0.3 | TREATED 37mm GFF 15L-240L 1 FLT 225-9002 or Call LAB for coated filters; Sample open|N P
PHENYLISOCYANA faced.
TE (4,4' isomer)
(MDI)
221| METHYLENEBIS- 101688 OSHA 18 0.1 0.3 Call lab for sampler S
PHENYLISOCYANA (Modified)
TE (4,4' isomer)
(MDI)
222 METHYLENE 75092 NIOSH 1005 0.073 | 10 Two CT (100/50) 0.5L @ 500 ppm — 2.5L 0.01-0.2 ST 226-01 Tubes in series; separate & cap, ship to LAB |ALL
CHLORIDE
(Dichloromethane)
223 METHYLENE 75092 OSHA 80 0.08 2 |[ANASORB CMS (150/75) 0.25L-3.0L 0.05 ST 226-121 NS
CHLORIDE
(Dichloromethane)
224 METHYLENEDI- 101779 OSHA 57 0.09 [0.01 GFF Treated 100L 1 FLT 225-9004 or Call LAB for filters. Transfer to vialw/ | N
ANILINE (4,4' isomer) 2ml DI water.
225 METHYLMETH- 80626 OSHA 94 0.059 2 CT TBC Treated 3L 0.05 ST 226-73 N
ACRYLATE
226| METHYLMETH- 80626 NIOSH 2537 0.063 | 10 XAD-2 (400/200) 1L @ 100 ppm — 8L 0.01-0.05 ST 226-30-06 Not compatible with other organics; Ship [N P
ACRYLATE on dry ice.
227| MINERAL OIL MIST | 8012951 [ NIOSH 5026 0.065 | 50 0.8 umor 5.0 um 20L @ 5 mg/m3 — 50L 1-2 LPM FLT 225-5 Provide 5 ml bulk oil which must be water N
(for WATER MCEF/PVC/ GFF insoluble.
INSOLUBLE OILS)
228| MINERAL SPIRITS | 8030306 | NIOSH 1550 & | 0.05 75 CT (100/50) 1.3L @ 400 mg/m3 — 0.01-0.2 ST 226-01 Provide 2 ml bulk sample. ALL
OSHA 48 20L
229 MOLYBDENUM 7439987 OSHA 121 0.091 | 0.5 0.8 um MCEF 480L 1-2 LPM FLT 225-5 N P
(Mo)
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